as LEMUR The Safe Driving Monitor™

Avoid unnecessary vehicle wear and tear and save money.
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Reduce Fuel Consumption

Minimize Maintenance

Vehicles are a major expense for any company, especially for those who rely
on a fleet of vehicles to run their business. Many of these vehicles are driven
recklessly and abused by employees who speed, drive unnecessary miles,and
engage in dangerous driving habits such as tailgating.

The Safe Driving Monitor™ is a new product designed to provide driving
behavior feedback. If employees know that their driving is being monitored
they are much less likely to partake in dangerous activities such as taking
e Wireless Driving Feedback sharp turns, speeding, or weaving in and out of traffic.

S SR G T—— The Safe Driving Monitor™ encourages more attentive driving from your
® Tamperproof and PIN protected employees, which means less vehicle maintenance, fewer accidents,and more

money for your bottom line!

All cars and light trucks manufactured for 1996 and later.
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The Safe Driving Monitor -

The Safe Driving Monitor ™ Master Carton (12 Units)

Part # TSDM-001 Packaged Unit Weight: 3.9 Ibs (1.8 kg)
Packaged Unit Weight: 5.33 oz. (151 g) Width: 13.0in (33.0 cm)

Width: 7.2in (18.5 cm) Height: 8.3in (21.1 cm)

Height: 10.2 in (26.0 cm) Depth: 11.4in (29.0 cm)

Depth: 1.4 in (3.5cm)

Sensor: Vehicle 12V
Key Fob: CR2450 Lithium Battery (coin cell). Life 1 Year

Frequency: 433 MHz
Range: Key Fob will receive data from Sensor from anywhere within vehicle
Updates from Sensor to Key Fob: Every 30 seconds

Sensor: -22°to 140 °F (-30 ° to 60 °C)
Key Fob: 50 ° to 95 °F (10 ° to 35 °C)

1 Year material defects or workmanship. Replace or refund at manufacturer’s discretion

Metrics

Maximum Speed: Sensor polls vehicle computer for speed approx. every 2 seconds
Distance: Accuracy +2%

Sudden Brake: Increased if speed is reduced by 15 mph or 25 km in less than 2 seconds

‘upport

Customer Support - 1.866.302.0054 Press 1
Authorized Dealer/Retailer Support - 1.866.302.0054 Press 2



